DN 80 PVC GLUED STUB FLANGE AND BACKING RING

DNBO SERIES B FLANGED FLOAT CONTROL VALVE

HATCH LID
1000 X 1000 X 50
SEE HATCH LID DETAIL W-024

D12 BAR @ 100 CRS

D12 DIAGONAL BARS 19

REINFORCED CONCRETE CHAMBER
REFER TO DETAIL DESIGN DWG

120150

SEE HATCH LID UPSTAND DETAIL 1006-002

RING BEAM

80 PVE 907
CLUE JOINT

UNISTRUT 75X10 H.D. GALV
PIPE QLAMPS OR SIMILAR
FIXED WITH M12 X 60 CHEMSET

ANCHQRS AT 600 CRS.
80 PV

REFER S.V. DETAIL
GROUND LEVEL
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MIN.
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REFER S.V. DETAIL
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AVK 57/80 | 2 5% FALL TO WASHOUT
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80 PVC 16 X D12 BEND TO SUIT DN8O VALVE
ADAPT TO INLET VALVE GIBAULT ADAPTOR AND TIE INTO SMSEBSHGAWU‘SE
WITH MECHANICAL COUPLER
AND REDUCER IF CONCRETE BLOCK ~ 80 PVC 907 663 GAUGE GIBAULT ADAPTOR
NECESSARY. REFER TO PIPE GLUE JOINT MESH WIRE

DIAMETERS ABOVE
100 mm GAP 40 BEDDING
UNDER THE TANK

75 DEEP
BEDDING MATERIAL

ADAPT TO INLET VALVE WITH MECHANICAL
COUPLER AND REDUCER IF NECESSARY.
REFER TO PIPE DIAMETERS ABOVE

100 PVC 90°

CONCRETE BLOCK

150

STANDARD
GATE VALVE
GROUND LEVEL
: 100 PVC LAID WITH FALL
ﬁ, TO SUITABLE DRAIN
***** 1 = P OUTLET OR NATURAL

WATERCOURSE
WITH SCOUR PROTECTION
IF NECESSASRY
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GIBAULT ADAPTOR

GIBAULT ADAPTOR

AVK 57/80
DN100 VALVE

SEE DETAIL
CROSS SECTION A—A: BREAK PRESSURE TANK CROSS SECTION B—B: WASHOUT
N.T.S N.T.S
GENERAL NOTES:
<%
1. ALL PVC PIPES THROUGH CONCRETE S iiLthE
WALLS SHALL HAVE SAND GLUED TO THE POSITIONS VARIABLE TO SUIT LD RING BEAM 100 PVC 90°
QUTSIDE OF THE PIPE WITH SOLVENT T T GLUE JOINT
CEMENT. % el Y e
2. ALL PVC PIPE TO BE PRESSURE PIPE TO ﬁ? e AN /@ 2
AS/NZ 1477 P XK E D100 JALVE CONCRETE - OVERFLOW
3. BEDDING MATERIAL SHALL BE AP40 /7 /\&\? BASE
HARDFILL BEDDING / AN HATCH LID
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INSTALLATION NOTES: e s o d
BOTH WAYS 663 GAUGE
1. EXCAVATE, LAY PIPE AND REINFORCEMENT WIRE MESH D12 BAR BEND TO SUIT
2. POUR CONCRETE BASE AND TIE INTO 633
3. PLACE KING CONSTRUCTION PIPE AND POUR WIRE MESH
RING BEAM T
4. INSTALL CONCRETE LID AND HATCH 1000
PLAN: BREAK PRESSURE TANK CROSS SECTION D—D: BASE CROSS SECTION C—C: OVERFLOW
N.T.S N.T.S N.T.S
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