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NOTES:

1. ALL DIMENSIONS IN MILLIMETRES

2. LOCATION AND ORIENTATION OF MARKERS TO BE WITHIN

    3 METERS OF VALVE OR HYDRANT AS CLOSE AS

    POSSIBLE TO PROPERTY BOUNDARIES

3. LOCATE MARKERS AT RIGHT ANGLES TO THE MAIN WITH

    MARKINGS FACING TOWARDS THE VALVE OR HYDRANT.

4. POST TO BE 100DN GALVANIZED STEEL (MEDIUM)

    TO AS 1074 WITH EITHER POLYMERIC POWDER COATING OR 2

    COATS OF UV RESISTANT  ENAMAL PAINT OVER PRIMER. APPLY

    CORROSION PROTECTION AFTER WELDING LETTERS, AND BEFORE

    PAINTING.

5. INSTALL  MARKER POSTS AS SPECIFIED BY PROJECT DRAWINGS.

    WHERE NOT SPECIFIED,  INSTALL WATER MAIN MARKER POSTS (WM)

    ALONG THE PIPE AT 100m INTERVALS, AND AT ALL CHANGES OF

    DIRECTIONS AND ALWAYS  INSTALL VALVE AND HYDRANT MARKER

    POSTS.

6. SLUICE VALVES (GATE VALVES) 50NB AND LARGER TO HAVE MARKER

    POSTS
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