GENERAL NOTICE:

ALL WORK INSIDE AND INCLUDING ALL TANK VALVES ARE TO BE
CONSIDERED AS PART OF TANK INSTALLATION. ALL PARTS OF

ALL PIPE WORK INSIDE THIS AREA
CONSIDERED PART OF TANK
CONSTRUCTION AND DONE AS PER
TANK MANUFACTURER REQUIREMENTS.

SITE FENCE (REFER TO DRAWING W-026)

100mm @ PVC E WASHOUT VALVE

LENGTH OF PIPE
AS REQUIRED

COMPACTED
HARD FILL
INSIDE LIMITS

STEEL TANK

SEE SUPPLIER
SPECIFICATIONS

OF SITE FENCE.

TANK INSTALLATION TO BE DONE IN ACCORDANCE TO
MANUFACTURE'S RECOMMENDATIONS

2. LIAISON WITH TANK MANUFACTURER IS REQUIRED FOR ALL TANK
INSTALLATION WORKS.

3. LAYOUT SHOWN IS NOT TO SCALE AND FOR REFERENCE ONLY.
SITE LAYOUT AND PIPE LINE LOCATIONS ARE SITE SPECIFIC AND
REQUIRE APPROVAL OF ENGINEER BEFORE CONSTRUCTION
BEGINS.

4. CONTRACTOR TO CONFIRM ALL EXISTING SERVICES LOCATIONS 90° BEND
AND LEVELS PRIOR TO CONSTRUCTION.

90 BEND

DIAMETER TO

5. LOCATION AND LEVELS OF PROPOSED PIPE AND TANK ARE {/ANUFACTURERS SPECIFICATION

SUBJECT TO REVISION WITH APPROVAL BY ENGINEER.

6. TANK DETAILS, PIPEWORK DETAILS, AND CONFIGURATION TO BE
APPROVED IN WRITING BY ENGINEER BEFORE ORDERING. FENCE
(REFER TO DRAWING W—026)
7. WHERE SHOWN ON SITE SPECIFIC PLANS, CONCRETE RING BEAM
IS TO BE REPLACED WITH A CONCRETE PAD.

INTAKE, SERVICE

ACCESS HATCH ATTACH VALVE [
PLATFORM & LADDER SUPPORT TO RAFTER
(EXTERNAL & INTERNAL)

90° BEND

STEEL ROOF AS PER
MANUFACTURERS SPECIFICATION.

2000 90° BEND
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R GATE SECTION TO FACE ROAD
, ACCESS

(REFER TO DRAWING W—026)

2000
MIN

1) INLET FLOAT CONTROL CLA-VAL
W-SERIES DN100 FLANGED CONTROL
VALVE WITH CF1-C1 FLOAT
ATTACHED TO BRACE, WHERE

REQUIRED. INSTALL OMRON
PH—1 PROBE TANK PLAN EDGE OF ROAD
PVC FULL FACED 2) LIQUITEC SERIES B DN 80 FLANGED (STOP PROBE) TS
FLANGE SET AS PER
CONTROL VALVE.
MANUFACTURER.
TYPICAL AT EACH INSTALL OMRON
PH—1 PROBE
PIPE THROUGH LINER 0
CONNECTION. (START PROBE
FIRST PUMP)
INSTALL OMRON
PH-1 PROBE VALVE CHAMBERS
(START PROBE REFER TO DRAWING W-007

SECOND PUMP)

TANK LINER AS PER
MANUFACTURER’S DETAILS i

SLOPE FLOOR TO CENTRE AS
PER MANUFACTURER DETAIL

TANK DRAIN PIPELINE

100mm MIN COMPACTED SAND BASE
75mm MIN  COMPACTED BASE TO

M
REFER DRAWING W-006 REFER DRAWING W-006 %:L‘

CONCRETE RING BEAM AS PER VANUFACTURERS REQUIREMENTS OUTLET SLUICE VALVE STRAINER MIN. LENGTH OF 10 x DIA. OF
MANUFACTURER’S DETAIL PIPE OR AS PER MANUFACTURER
RECOMMENDATIONS
INLET SLUICE VALVE w BETWEEN BULK METER AND
N.T.S. STRAINER.
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