PIPEWORK SHALL BE
AS SPECIFIED

45° BEND

FL-FL CONCENTRIC REDUCER
(IF REQUIRED)

ISOLATING SLUICE VALVE

AS SPECIFIED
METER
15 NB BRASS
HOSE COCK 5 x DIA. MIN

APPROVED BULK WATER
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80 NB GALVANISED PIPE

SINGLE AIR VALVE

ISOLATING VALVE
AS SPECIFIED
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90°

BEND cABLE CONNECTOR AND
UPSTAND AS SPECIFIED

STAINLESS STEEL SUSPENSION WIRES WITH
CLAMPS FOR DEPTH LOCATION AND
REINFORCED EYES EACH END.

FL-SP
: A MINIMUM OF 1m OF WIRE SHALL BE NEATLY
=z
gg  CONNECTOR COILED AND TIED AT TOP OF CASING
0 = PIPEWORK SUPPORT PEDESTALS 80 NB ELECTRICAL
{ — L ANCHOR BLOCK IN ACCORDANCE WITH CONDUIT
= STD. DRG. W-004
BORE CASING
PIPEWORK ARRANGEMENT CAP
FLEXIBLE COUPLING WITH PROTECTIVE COATING. WITH SUBMERSIBLE ELECTRIC PUMP
DENSO OR APPROVED EQUIVALENT CASING
RISING DELIVERY PIPE AS
MAIN Ll SPECIFIED
VJ SUBMERSIBLE PUMP AS
SPECIFIED
75 x 10 GALV CLAMP 2 [\M
M16 x 70 BOLTS
( 1. ALL NUTS BOLTS AND STEEL PLATES SHALL BE PAINTED WITH
DELIVERY PIPE TWO COATS OF INORGANIC ZINC SILICATE.
S0NB G.S.T. UPSTAND 2. ALL PIPE CONNECTIONS TO FLANGED FITTINGS USING Gl FLANGED
12m GROUT THREADED SOCKET ADAPTORS. (FLANGES DRILLED TO SUIT)
F.S.L \
N . T ] 3. PROVIDE SWITCHBOARD TO CONTAIN HOURS RUN METER FOR
RYDNYD NN ELECTRIC DRIVES.
° 4. CONCRETE MUST BE ORDINARY CONCRETE 17.5MPa
S CONCRETE FOUNDATION
4 M12 x 150 MASONRY
ANCHOR, 40 CLEAR
o
o 300 X 300
IN GROUND ON FOUNDATION
PIPE PEDESTAL DETAILS
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