FINISHED GROUND
LEVEL

CAST IRON HYDRANT BOX
(SEE NOTE 9)

HAND COMPACTED
BACKFILL
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50MIN, 150MAX
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DIRECTION OF TRAFFIC
(IF IN ROADWAY)
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CAST IRON HYDRANT BOX
WITH 380 x 230 CLEAR OPENING

CONCRETE SURROUND 1000 x 1000 x 1000
4 WITH F81 MESH

PAINT CONCRETE SURROUND

1000

HYDRANT LID DETAIL

WITH "SWA YELLOW”

SCALE: NOT TO SCALE

375
MIN. OPENING

N

APPROVED SCREW-DOWN HYDRANT

CONCRETE BLOCK
SUPPORTS IF NECESSARY

DN 80 HYDRANT TEE
(SEE NOTE 7)

FINISHED GROUND
LEVEL

<4 >

DIRECTION OF TRAFFIC
(IF IN ROADWAY)

PAINT CONCRETE SURROUND
"SWA BLUE”

CAST IRON SLUICE VALVE BOX
WITH 300 x 230 CLEAR OPENING

&

600

CONCRETE SURROUND 600 x 600 x 100
WITH F81 MESH

600

SLUICE VALVE LID DETAIL

SCALE: NOT TO SCALE

NOTES:

1. ALL DIMENSIONS ARE IN MILLIMETERS.

2. ONLY INSTALL HYDRANTS AND SLUICE VALVES IN ROADWAYS
WHERE APPROVED BY SWA.

3. KEEP SLUICE VALVE AND HYDRANT SHROUDS, AND CONCRETE
SUPPORT RINGS CLEAR OF VALVES, HYDRANTS AND RISERS
TO PREVENT THE TRANSFER OF TRAFFIC LOAD TO THE
PIPELINE.

230
MIN. OPENING

4. PROVIDE AN EXTENSION SPINDLE WHERE THE TOP OF THE

CAST IRON VALVE BOX
(SEE NOTE 9)

SLUICE VALVE WITH PE
ELECTROFUSION TAILS

FLANGED VALVE WHERE
SPECIFICALLY DETAILED

Y

7/V Y % /
5.
30000 PVC PIPE
/ RISER LENGTH AS REQUIRED
6.

/ ASPHAULT PRE-MIX
SEAL 7.

8. KEEP HYDRANTS AND VALVES CLEAR OF DRIVEWAYS WHERE
POSSIBLE.

VALVE IS GREATER THAN 350mm BELOW FSL.

PROVIDE BEDDING, OVERLAY AND BACKFILL IN ACCORDANCE
WITH W—003

FOR DETAILS ON PRODUCT SPECIFICATION, SEE SWA
ENGINEERING STANDARDS, PART 3 — MATERIALS AND
PRODUCTS STANDARDS.

USE HYDRANT RISER AS REQUIRED TO PLACE TOP OF
SPINDLE MAX 150 FROM FINISHED SURFACE.

CONCRETE BLOCK
/ SUPPORT RING

WATER MAIN Yoy PIPELINE 9. FLUSH WITH SEAL AND CONCRETE SURFACES OR PROTRUDE
Q & 40mm ABOVE FINISHED SURFACE LEVEL ELSEWHERE.
P PE_PIPE :
OPTION 1 — VALVE WITH PE FUSION TAIL BOTH SIDES
SEE PIPE BEDDING MATERIAL EF COUPLER SEE PIPE BEDDING MATERIAL
DETAILS W—003 OPTION 2 — WHERE FLANGE CONNECTION ARE SPECIFIED, DETAILS W—003
USE FLANGED VALVE WITH PE STUB FLANGE
CONCRETE BLOCK 1) DI AND PVC PIPE AND S/S BACKING RING. CONCRETE BLOCK
ZLAVPVEGEP‘E\EBAULT BOTH SIDES PV PIPE
) FLANGED VALVE WITH FLANGED
PE STUB FLANGE WITH S/S BACKING RING AND EF COUPLER GIBAULT ADAPTER ONE OR BOTH ENDS
UPSTREAM AND PE RESTRAINT FITTING DOWNSTREAM DI PIPE TYPICAL SLUICE VALVE RISER DETAIL
DI PIPE
TYPICAL FIRE HYDRANT DETAIL JSE SOCKET-SOLkET o
SCALE: NOT TO SCALE OR SPIGOT SOCKET
HYDRANT TEE
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