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1. ALL DIMENSIONS IN MILLIMETRES
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4. POST TO BE 100DN GALVANIZED STEEL (MEDIUM)
TO AS 1074 WITH EITHER POLYMERIC POWDER COATING OR 2
COATS OF UV RESISTANT ENAMAL PAINT OVER PRIMER. APPLY
CORROSION PROTECTION AFTER WELDING LETTERS, AND BEFORE

PAINTING.
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6. SLUICE VALVES (GATE VALVES) 50NB AND LARGER TO HAVE MARKER ® 3 X
POSTS

S SLUICE VALVE
- BLUE POST
V - YELLOW LETTERING

SC scourvaLve
~BLUE POST
V - YELLOW LETTERING

AIR RELEASE VALVE
- BLUE POST
V - YELLOW LETTERING

MARKER LETTERING

. LOCATION AND ORIENTATION OF MARKERS TO BE WITHIN
3 METERS OF VALVE OR HYDRANT AS CLOSE AS
POSSIBLE TO PROPERTY BOUNDARIES

. LOCATE MARKERS AT RIGHT ANGLES TO THE MAIN WITH
MARKINGS FACING TOWARDS THE VALVE OR HYDRANT.

. INSTALL MARKER POSTS AS SPECIFIED BY PROJECT DRAWINGS.
WHERE NOT SPECIFIED, INSTALL WATER MAIN MARKER POSTS (WM)
ALONG THE PIPE AT 100m INTERVALS, AND AT ALL CHANGES OF
DIRECTIONS AND ALWAYS INSTALL VALVE AND HYDRANT MARKER

MARKER POST
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1000 NOM - OPEN AREAS
15000 NOM - GRASS OR CROP AREAS

R
RN

H FIREHYDRANT
~YELLOW POST 60
- BLACK LETTERING

W WATER MAINS
- WHITE POST
M - BLACK LETTERING

80

C NORMALLY CLOSED VALVE
- BLUE POST
V - RED LETTERING

- TO BE CONCRETE FILLED

LETTERS TO BE WELDED
TO CREATE A PERMANENT
IDENTIFICATION

TO BE CONCRETE FILLED

D12 REINFORCEMENT BAR 200
LONG THROUGH DRILLED HOLES

DN 50-200
PE PIPELINE
(SAME AS PIPELINE ¢)

SLUICE VALVE WITH PE ENDS FOR

EF TEE

ELECTROFUSION
DN 50-200 (SAME AS PIPELINE 9)
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REFER TO TYPICAL
ANCHOR BLOCK DETAILS

CONCRETE
SUROUND
300 x 300 x 400 DEEP

REFER SLUICE VALVED DETAIL
DWG W-006

TAPPING SADDLE TO SUIT PIPELINE
WTH 2" BSP FEMALE OUTLET

DN 50-200
PIPELINE

CONCRETE BLOCK

TYPICAL LETTERING ARRANGEMENT

EF COUPLER
CHAMBER (REFER TO DWG W—007)

DN 50-200 PE PIPELINE

STANDARD WASHOUT DETAIL

SCALE: NOT TO SCALE

STANDARD VALVE BOX

RESILIENT SEAT (PE/MALE) 50mm
GATE VALVE WITH PUSHLOCK
CONNECTERS INTEGRAL WITH VAWLE

NEW PE 63 mm OD OR
EXISTING 50 PVC

. FIT THREADED COUPLER FOR
A 50 PVC — 2 %" BSP SOLVENT JOINT

STANDARD 50mm CONNECTION DETAIL

SCALE: NOT TO SCALE

DIRECT PIPE QUTLET TOWARDS
NATURAL WATER COUR

SE
WITH SCOUR PROTECTION IF NECESSARY

DN 50-200 PE PIPELINE
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